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DiviSuite / DiviSuite-IP Winter’18 
 

DiviSuite VERSION 18.1.3.2 is the new version of the TestTree TS/T2-MI Analyzer software.  
 
DiviSuite is a MS Windows OS application capable to analyze real-time RF signals & TS content 
captured via the ReFeree, DiviDual & DiviCatch HW devices. Combined with a HW device, DiviSuite 
provides a complete RF and TS/T2-MI analysis, with TS recording and playback capabilities.  
DiviSuite-IP is the standalone version of the DiviSuite and can be used without any HW device. 
 
DiviSuite and DiviSuite-IP also integrate a video decoder enabling real-time decoding of all 
unencrypted services (H.265/HEVC, H.264/MPEG-4 AVC, MPEG-1/2, AAC, MP3…). 
 

Version Winter’18 

Version 18.1.3.2: 26/01/2018 

WHAT’S NEW 

• Eb/N0, Link margin (DVB-S/S2) 

• Physical Layer Scrambling decoding (DVB-S/S2) 

• T2-MI Network Delay (ReFeree II) 

• ASI forward on hardware IP input (ReFeree II) 

• Bitrate alarms: added Services bitrate alarm, easier removal 

• Alarms now enabled by default: Front End status, ETR290 level 1/2, T2-MI, Bitrate 

• Logs & Reports filtering by PID/Service 

• Channel details in Logs & Reports 

• Tables grouped in Stream Tree View 

• GUI enhancements: Better high-dpi support, Clearer Settings buttons 

FIXES 

 [16865]  DiviSuite crash when RF source is selected and ISDB mode 

 [16819]  Stays on current tab when GUI is already in monitoring after a start or stop 

 [16883] ETR290: reset counter doesn’t reset filtered counters 

 [15620]  PID bitrate different in Stream tree view and Bitrate graph 

 [15524]  Hide PLP list when analysis is disabled 

 [15517]  Hide T2MI alarms when analysis is disabled 

 [15529] Show ALPHA and BETA mention 

 Other: 15613, 16126, 16818, 16515, 16836, 16886 
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Version Spring’17 

Version 17.2.3.4: 26/10/2017 

WHAT’S NEW 

• USB drivers update for Windows 10 

 

Version 17.2.3.2: 16/05/2017 

WHAT’S NEW 

• Transition to TestTree rebranding 

• File loop analysis counters management (CC, PCR) 

• Command Line mode available in the installation folder 

• TMCC next information (ISDB-T) 

• Playback in Raw mode (DiviDual) 

• Choosing between internal or external PPS (ReFeree II) 

• RF Scan – scan for lockable frequencies (ReFeree II, DiviCatch RF-T/C T2/C2) 

• User-friendly LNB LO frequency configuration (DiviCatch RF-S/S2) 

• GUI enhancements 

• [DiviSuite-IP] Certified time update for fixed limited license 

FIXES 

 [13633] [ISDB-T] Report RF parameters tied to T/T2 option 

 [13635]  [T2] Problem when DiviSuite locks on a PLP without a TS 

 [13595]  Some characters are allowed in channel name but prevent channel import 

 [13153]  [T2 L1] Wrong P.A.P.R. 

 [13152]  [T2 L1] Wrong TI length in L1 post signaling 

 [12954]  T2-MI version not displayed with ASI or IP source 

 [11620]  Incorrect PCR analysis (PCR accuracy) 

 [13921]  [S/S2] T2-MI alarms not monitored with sat signal  



 

3 / 6 

 

DiviSuite / DiviSuite-IP Winter’18 
 

Version Spring’16 

Version 16.2.3.7: 03/10/2016 

FIXES 

 [13634] [S/S2] Fix issue on low SR lock 

 

Version 16.2.3.6: 29/04/2016 

WHAT’S NEW 

• Add Winter/Spring/Summer version management 

• Enhanced TS Analysis (new adaptive panel) 

• Enhanced T2-MI Analysis 

• ISDB-T BTS analysis 

• GUI New design (refresh of icons, bottom bar...) 

• ASI/IP Forward Mode (ReFeree II, DiviCatch RF-T/C T2/C2)  

• Glonass support 

• Clean up Tables Parsing on PAT Update 

• Date&Time display 

• dBµV/dBm display 

• StreamType Picto in Services tree 

FIXES 

 [12366]  [DVB-C][DVB-T] Post RS PER missing from GUI and report files 

 [12367]  [DVB-C] MER missing from report file 

 [12319]  SDT descriptors parse error 

 [12201]  DiviSuite install on Windows XP fails 

 [11615]  GUI PCR analysis: Drag & Drop of service does not work 

 [12397]  Jumbo T2MI support 

 Other: 11857, 12070, 12305, 12300, 12130, 11945, 12704 
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Version 2.3 

Version 2.3.3.9: 15/12/2015 

FIXES 

 [12034]  Add Promotional Code support in the Wizard of DiviSuite-IP 

 

Version 2.3.3.8: 05/11/2015 

FIXES 

 [11828]  Table analysis crash DiviSuite 

 [11931]  T2 Frame length always raised 

 

 

 

Version 2.2 

Version 2.2.3.6: 15/10/2015 

WHAT’S NEW 

• Support of DiviCatch RF-ISDB-T/Tb 

FIXES 

 [11410]  Tuner frequency calculation not compatible for C-Band 

 Other: 10905, 11090 

 

Version 2.2.3.4: 27/05/2015 

WHAT’S NEW 

• Add constellation display for DiviCatch RF-S/S2 

 

Version 2.2.3.2: 09/04/2015 

WHAT’S NEW 

• Support of T2 Lite on ReFeree II 
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FIXES 

 [10721]  Bandwidth Extension OFF on FFT Normal or FFT Extended input signal 

 

 

 

Version 2.1 

Version 2.1.3.10: 18/03/2015 

WHAT’S NEW 

• Support of DiviCatch RF-T/C T2/C2 

FIXES 

 [10562]  Remove log messages ‘Possible T2-MI found’ when T2-MI analysis disabled 

 

Version 2.1.3.8: 23/02/2015 

WHAT’S NEW 

• Support of DiviCatch RF-S/S2  

• Support of DVB-C/C2 on ReFeree II 

• IP input management via the Ethernet connector of the ReFeree II 

• DVB-T network delay measurement on RF and ASI inputs for ReFeree II 

• DVB-T2 RF drift measurement for Referee II 

• HBBTV descriptors in DiviSuite (xml files) 

• Report file in KML format 

• ETR 290 errors for T2-MI 

FIXES 

 Other: 9687, 8737, 9286 
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Version 2.0 

Version 2.0.3.2: 11/07/2014 

WHAT’S NEW 

• GPS support on ReFeree II and ReFeree T2 

• Guard Interval displayed on CIR panel 

FIXES 

 OS install and use issues  

 

  


